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an ohmmeter (part of your multitester) can test the
circuit. To test a blender’s motor:

Step 1: Place a probe on each cord prong.

Step 2: Select a speed-control button or turn the speed
controller slightly, then read the resistance on
the meter.

Step 3: Next, rotate the drive stud clockwise one turn.
If the resistance reading (in ohms) changes, the
motor needs service. Take it to an appliance-
repair service or replace the appliance,
depending on cost.

Tightening a Blender’s Drive Stud
If the motor operates well, but the blade in the blender
jar doesn’t turn as it should, the problem may be the
drive stud. The most frequent cause is a loose drive stud.
To tighten the drive stud:

Step 1: Remove the base and turn the blender over.
The other end of the drive shaft will protrude
from the bottom side of the motor.

Step 2: Grip the drive shaft with a wrench or pliers,
then turn the blender on its side to attach a
wrench to the drive stud.

Step 3: Hold the drive shaft steady as you turn the drive
stud clockwise (as seen from above the blender).

The other cause of drive stud problems is the rounding
of its corners, requiring a new drive stud. To replace a
worn drive stud, reverse the instructions for tightening a
drive stud, install the new part, and tighten it.

Step 3: Check the multispeed switch with a continuity
tester or multitester.

Step 4: Because of its exposed location on the front of
the blender, the switch is susceptible to damage
from liquids. Use a can of compressed air or an
electrical contact cleaner to clean the switch. If
necessary, replace it.

Replacing a Blender’s Fuse
Fortunately, most blenders include an in-line fuse that
protects the motor from overload. If excessive current is
sent to the motor, the fuse will blow. To determine if the
fuse is working:

Step 1: Remove the blender base and locate the fuse in
the wire from the multispeed switch to the
motor.

Step 2: Disconnect the wire and use a continuity tester
or multitester to check the fuse. If the circuit is
open, the fuse is blown.

Step 3: Replace the faulty in-line fuse with one of
identical rating.

Servicing a Blender’s Motor
The motor will typically withstand many years of use
(though not much abuse). Unfortunately, if the motor
needs to be replaced, it may be less expensive to buy a
new blender.

Motor operation is easy to test. Because there is a
circuit running from the appliance cord, through the
multispeed controls, to the motor, and back to the cord,

TROUBLESHOOTING FOOD BLENDERS
Problem Solution

Doesn’t work at all 1. Refer to Troubleshooting Chart on page 205.

2. Check motor fuse. If blown, replace.

Runs intermittently 1. Check wire connections. If faulty, repair.

2. Check motor. If faulty, replace.

Doesn’t run at some speeds 1. Check multispeed switch. If faulty, clean or replace 
switch.

2. Check wire connections. If faulty, repair.

Motor runs, but blade doesn’t turn 1. Check drive stud. If loose, tighten. If damaged, replace.

2. Check blade. If dirty, clean and lubricate. If damaged, 
repair or replace.

Jar leaks 1. Check base. If loose, tighten base into jar.

2. Check seal. If damaged, replace seal, blade assembly, 
or jar.

204-231 1285 Ch6r6  4/4/06  3:58 PM  Page 219



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Generic Gray Profile)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.2
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Perceptual
  /DetectBlends true
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 35
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 72
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 72
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages true
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 300
  /MonoImageDepth 8
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError false
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /Description <<
    /DEU <>
    /FRA <>
    /JPN <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


